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Input Voltage: 100 ~ 240Vac 

Input Frequency: 50 / 60Hz 

Power Factor (PF): 0.95 

Surge Protection Level: 10kV 

Operating Environment*: -40℃~ +40℃, 10% ~ 90% RH 

Color Temperature (CCT)*: 

Color Rendering Index (CRI): 

3000K, 4000K, 5000K, 5700K 

70, 80, 90 

Housing: 

IP Rating of LED Light Engine: 

Impact Protection Level: 

Warranty: 

Die-cast aluminum & Stainless steel 

IP68 

IK09 

5 Years Limited 

*Operating environment is -40℃~ +35℃ if with driver box. 

*Efficacy of 3000K is 5% lower than other CCTs. 

FL19A-2 
LED Flood Light 

 

Specifications 

Construction 

· Die-cast aluminum housing; 

· Stainless steel bracket; 

· Optional IP66 rated driver box. 

Electrical 

· Up to 500W, max lumens is 65,000lm; 

· 10kV surge protection standard. 

Distribution 

· Ergonomic and dedicated lighting distributions are 

available for various sports lighting applications. 

Mounting 

· Standard 180° adjustable stainless steel bracket in both 

vertical and horizontal direction. 

Features 

Applications 

· Sports lighting 

(Stadium, arena, golf course, tennis court…) 

· Public areas lighting 

(Airport, crossroad…) 

Finishing Colors 

Gray              Black 

White             Blue    
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Ordering Information 
Example: FL19A-2-500-M25A-A-2012-70-40-LU-IN-GY 

Luminary Type Module Qty. System Power LED Module Type Dimension of LEDs Lens Code 

FL    Flood light 

19A  19A series 

2  2 modules 300   300W 

400   400W 

500   500W 

M25A  M25A module A  3535 
B  5050 
 

2012  12° 
2318  Sports lighting 

3535 

2225  25° 5050 

CRI CCT Brand of LEDs Driver Brand Housing Color 

70  Ra≥70 
80  Ra≥80 
90  Ra≥90 

30  3000K 
40  4000K 
50  5000K 
57  5700K 

LU   LUMILEDS 
SS   Samsung 
CM  LUMILEDS (customized) 
XX  OTHER 

MO  MOSO 

MW  MEAN WELL 

PH  PHILIPS 

IN  INVENTRONICS 

AD  ADAYO 

XX  OTHER 

BK  Black 

WH  White 

BU  Blue 

GY  Gray 

 

 

Performance  

Model CRI 
Power  

(W) 

3535 LEDs 5050 LEDs 

Efficacy 

 (lm/W) 

Lumens  

(lm) 

Efficacy 

 (lm/W) 

Lumens  

(lm) 

FL19A-2 

70 

300 112 33,600 145 43,500 

400 107 42,800 137 54,800 

500 102 51,000 130 65,000 

80 

300 105 31,500 140 42,000 

400 100 40,000 132 52,800 

500 95 47,500 125 62,500 

90 

300 100 30,000 135 40,500 

400 95 38,000 127 50,800 

500 90 45,000 120 60,000 

Note: Values shown are subject to ±5%~±8% tolerance. 

 

Typical Distributions 
 

Symmetrical 
Distributions    

3535 LEDs 5050 LEDs 

  

12° (2012) 25° (2225) 

Asymmetrical 

Distributions 

 

 

Sport Lighting (2318) 
 

 

mailto:sales@hpwin.com


FL19A 
LED Flood Light                                                            
1. 

 

Phone: +86-571-88399635     Fax: +86-571-89971205      E-mail: sales@hpwin.com      http://www.hpwinner.com/         

 

Dimensions  
 
 
 
 
 
 
 
 
 
Unit: mm. 

 
Package Information  

Model 
L 

(mm) 

W 

(mm) 

H 

(mm) 

N.W.* 

(kg) 

G.W.* 

(kg) 

FL19A-2 x1 

Junction box x2 

Driver x1 

50m Cable x1 

725 565 380 29.5 32.5 

* Values shown are subject to ±5% tolerance. 

 

 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

 

 

 

 

  
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

50m Cable 
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Junction Box Driver 
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Optional solution 
 
 
 
 
 

IP66 Rated Driver Box 

 
Dimensions 
 
 
 
 
 
 
 
 
 
 
 
Package Information  

Model 
L 

(mm) 

W 

(mm) 

H 

(mm) 

N.W.* 

(kg) 

G.W.* 

(kg) 

FL19A-2  725 565 380 25.5 28 

* Values shown are subject to ±5% tolerance. 

 

 
 
 
 
 
 
 
 
 
 
 
Version History  

Change Date Version 
Description of Change 

Item From To 

2018/04/02 Ver. 2.0 Datasheets release 
  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

310

600

90

250
300

420

mailto:sales@hpwin.com

